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THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF REV. DESCRIPTION | DATE DESIGN
SEBSON AND SHALL NOT BE REPRODUCED COPIED OR USED IN ANY
{ i E MANNER WITHOUT THE PRIOR WRITTEN CONSENT OF SEBSON
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NOTES: P11 White P13 P2 BK PVC Jacket : OD3.5mmx2F
1. Test Condition: 0 Red Red Conductor:19C/0.12BC+PVC ODL.6
(1) 100% OPEN & SHORT TEST; Brai . ! hield:AL
) ) ) raid 2 Braid 2 Braid : 48#/0.10TCCS
(2) Insulation Resistance: DC300V >5MQ(Min) ;
(3) Conducter Resistance: >5Q/Max.
2. The product is ROHS & REACH compliant. BK PVC Jacket : OD3.5:0.15mm
External . Conductor:
@ wvowep | 35P White PVC (WH-4010) g |12 (19C/0.12BC+PVC 0D0.9)*2C
hield:AL
@ | Geme, |35P Red PVC (PT1788C) 9 |12 CLENT NOy L-HGTH O Braid : 48#/0.107CCS
@ Innernal PE 3 C3_1M2M_1M 1000+30mm
EM:)LDEID 9 C3_1M2M_2M| 2000+30mm
wotoeo | 35P Black PVC g |30 C3_1M2M_3M 3000+30mm
@ SHELL | RCA Male Shell, AL Anodize Black,Mark "SEBSON"LOGO PCS| 2
(® | SHELL |3.5 Stereo Male Shell AL Anodize Black,Mark "SEBSON"LOGO | PCS | 1 S E BSO SEBSON address: Gernotstrasse 17
® | CON |RCA Male, Gold Plated,White PCS| 1 » 44319 Dortmund Germany
CON | RCA Male, Gold Plated,Red PCS| 1 . SAMPLE
@ ERP NO.: DWG NQ-
(3| CON |3.5 Stereo Male, Gold Plated PCS| 1 SKU- REVISION AO
CABLE |[[19C/0.12BC+PVC OD:1.6mm+AL+48#/0.10TCCS CUSTOMER: UNIT mm
@ +Black PVC OD:3.5MM]*2F(RD,WH) PCS| 1
CUSTOMER P/N: SCALE NO
CABLE | (19C/0.12BC+PVC OD:0.9mm)*2C(RD,WH)+8mm+ PAGE NO 1/1
) N ’ DESCRIPTION JXD-AV1125/G/BK
O 48#/0.10TCCS+Black PVC OD:3.5mm PCS| L DATE 2019/07/02
[TEM DESCRITION UNIT [QTY APPROVAL CHECKED DRAWN
8 | 7 | 6 | 5 4 3 2 1




