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ITEM DESCRIPTIONS & SPECIFICATIONS QTY REMARK

②

①

2PCS

Outer Mould, PVC 45P Black③

Cable

Connector

OTHERWISE STATED

TOLERANCES UNLESS

 .XX   = ± 0.1
 .X    = ± 0.2
X.     = ± 1

2PCSExternal Mold

Length

SFTP [( 7/0.16BC+FPE)x1P + AL]x4C + D + 128ALB
+ PVCOD7.0mm PVC, Black

P1

Cable Printing:                          25/40GBase-T  CAT8 2000MHz PIMF PATCH CABLE PVC

CONNECTION(TIA/EIA-568B)
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White

Brown

Shiedling Shiedling

1.100% Open/Short Test
2.The product is Reach/RoHS compliant.

Remark:

RJ-45 crystal head,Transparent Orange,
Gold-Plated, Shielding Shell

Length(m)
0.5

PKS
1

Item No.
CAT8_50CM_A

RJ-45 crystal head,Transparent Orange,
Gold-Plated, Shielding Shell

0.5 22_X_CAT8_50CM_A
1.0 1CAT8_1M_A
1.0 22_X_CAT8_1M_A
2.0 1CAT8_2M_A
2.0 22_X_CAT8_2M_A
3.0 1CAT8_3M_A
3.0 22_X_CAT8_3M_A
5.0 1CAT8_5M_A
5.0 22_X_CAT8_5M_A
7.5 1CAT8_750CM_A
10.0 1CAT8_10M_A
15.0 1CAT8_15M_A

SEBSON
SEBSON

RoHS Compliant• •

SEBSON address: Gernotstrasse 17
44319 Dortmund Germany


