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Toslink Cable Male to Male

UNITCUSTOMER:

CHECKEDAPPROVAL

DESCRIPTION

CUSTOMER P/N:
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PAGE NO
SCALE NO

ERP  NO.:
ZG No.: REVISION

  SAMPLE
 DWG  NO:

ITEM DESCRIPTIONS & SPECIFICATIONS QTY REMARK

②

①

Copper,gold-plated 2PCS

Toslink Connector Body, Copper,gold-plated③

④

Cable

Body
Toslink PIN

External Mold

Optical Cable (1.0PMMA + PE2.2 Black + PVC6.0)

⑥

2PCS

OTHERWISE STATED

TOLERANCES UNLESS

 .XX   = ± 0.1
 .X    = ± 0.2
X.     = ± 1

Toslink Male Mould,Black PVC

Inner Jacket,O.D.:φ2.2mmPE,Black

Plastic Optical Fiber,O.D.:φ1.0

2PCS

2PCSProtective Cap PVC(Transparent)

Length

1

Toslink Male Toslink Male

长度

Outer Jacket,O.D.:φ6.0mmPVC,Black

Item No.
TOS_1M_A

⑤ Shell AL Shell,Black 2PCS

2

6

3 45

SEBSON
SEBSON

RoHS Compliant• •

SEBSON address: Gernotstrasse 17
44319 Dortmund Germany

Length(ft)
1.0m
2.0m
3.0m
5.0m

TOS_2M_A
TOS_3M_A
TOS_5M_A


